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DETAIL - W1
(WINDOW JAMB FLASHING)

WINDOW JAMB FLASHING

WALL STRUCTURE

CAULKING

ARCHCLAD STANDING
SEAM CLADDING

SELECTED WINDOW SYSTEM

15mm PLYWOOD (GRADE CD)

PROCTOR MEMBRANE
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DETAIL - W2-1
(WINDOW HEAD & SILL FLASHING)

ARCHCLAD STANDING
SEAM CLADDING

WINDOW SILL FLASHING

PROCTOR MEMBRANE

5

15mm PLYWOOD (GRADE CD)

WINDOW HEAD FLASHING

PROCTOR MEMBRANE

CAULKING

ARCHCLAD STANDING SEAM CLADDING

15mm PLYWOOD (GRADE CD)

20mm HOOK FOLD AT BOTTOM EDGE
OF PANEL FOR FLASHING ENGAGEMENT

STOP END TO TOP EDGE OF PANEL

DETAIL - W2-2
(FOOTMOULD FLASHING)

20

ARCHCLAD STANDING
SEAM CLADDING

PROCTOR MEMBRANE

15mm PLYWOOD (GRADE CD)

20mm HOOK FOLD AT BOTTOM
EDGE OF PANEL FOR FLASHING
ENGAGEMENT

FOOTMOULD FLASHING

WALL STRUCTURE
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DETAIL - W3
(WALL - CORNER PANEL)

WALL STRUCTURE

ARCHCLAD STANDING
SEAM CLADDING

15mm PLYWOOD
(GRADE CD)

PROCTOR MEMBRANE

CORNER PANEL
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DETAIL - W4
(WALL - CORNER FLASHING)

STANDING SEAM
FIXING CLIP

WALL STRUCTURE

ARCHCLAD STANDING
SEAM CLADDING

15mm PLYWOOD
(GRADE CD)
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CORNER FLASHING
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DETAIL - W5
(WALL - FOLDED CORNER PANEL)

WALL STRUCTURE

ARCHCLAD STANDING
SEAM CLADDING

15mm PLYWOOD
(GRADE CD)

PROCTOR MEMBRANE

CORNER PANEL
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DETAIL - W6
(WALL - CORNER FLASHING)

WALL STRUCTURE

ARCHCLAD STANDING
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WALL STRUCTURE
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2° FALL

DETAIL - W7
(WALL - CAPPING)

CAPPING FLASHING

5

WALL STRUCTURE

PROCTOR MEMBRANE

ARCHCLAD STANDING
SEAM CLADDING

15mm PLYWOOD
(GRADE CD)

TIMBER PACKING FOR
CAPPING SUPPORT

ZINCALUME STARTER
FLASHING

1-3 Commercial Rd, Notting Hill VIC 3168
1300 CLADDING ABN: 13141735686
Ph: 03 95610896 Fax:   03 9560 6903
Email: info@archclad.com.au
Web:   www.archclad.com.au

ARCHCLAD STANDING SEAM
Scale: Rev:

Dwg No:Title:
1:5 A

SS-DT-W7WALL - CAPPING



2° FALL

DETAIL - W8
(WALL - CAPPING)

TIMBER PACKING FOR
CAPPING SUPPORT

HOOK FOLD AT TOP OF
PANEL FOR FLASHING
ENGAGEMENT

RIPS TO BE PROFILED &
SEALED ON SITE BY
CLADDING INSTALLER

ARCHCLAD STANDING
SEAM CLADDING

PROCTOR MEMBRANE

WALL STRUCTURE

15mm PLYWOOD
(GRADE CD)

50

CAPPING FLASHING
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DETAIL - R1
(ROOF - BOX GUTTER)

ROOF STRUCTURE

PROCTOR MEMBRANE

ZINCALUME STARTER
FLASHING

15mm PLYWOOD
(GRADE CD)

ARCHCLAD STANDING
SEAM (DOUBLE LOCK)
ROOF CLADDING

BOX GUTTER

ALUMINIUM RIDGE
FILLER PLATE FIXED TO
STANDING SEAM RIB

APEX CAPPING

150
MIN DRIP EDGE FOLDED WITH

CLOSING TOOL

ARCHCLAD STANDING
SEAM (SINGLE LOCK)
WALL CLADDING

PROCTOR
MEMBRANE

15mm PLYWOOD
(GRADE CD)

FLASHING

GALVANISED STEEL
CLEAT FIXED TO WALL
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DETAIL - R2
(ROOF - OVERFLOW BOX GUTTER)

ZINCALUME STARTER
FLASHING

ARCHCLAD STANDING
SEAM (DOUBLE LOCK)
ROOF CLADDING

ALUMINIUM RIDGE
FILLER PLATE FIXED TO
STANDING SEAM RIB

OVERFLOW BOX GUTTER

150
MIN

ARCHCLAD STANDING
SEAM (SINGLE LOCK)
WALL CLADDING

PROCTOR
MEMBRANE

15mm PLYWOOD
(GRADE CD)

20
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ROOF STRUCTURE

PROCTOR MEMBRANE

15mm PLYWOOD
(GRADE CD)
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