
introducing the new ‘textured’ range of

achieve the Look without the Price

N A T U R E L

PVDF painted aluminium

from archclad™



Be the first to design your project 
with ARCHCLAD Golden Bark! 

ANTIQUE COPPER

GOLDEN BARK

STONE GREY

CHARCOAL BLACK

N A T U R E L



STONE GREY

GOLDEN BARK ANTIQUE COPPER

CHARCOAL BLACK

N A T U R E L
samples



Architectural Cladding takes no responsibility for the information contained herwith as it is provided by the manufacturer.

ACCREDITED INSTALLER:

N A T U R E L

Top (Finish) 

Clear Coating 
Ink Printing 

Base Coating 
Primer Coating 

Chromate Coating 

Chromate Coating 

Base Metal 

(Aluminium Sheet) 

Epoxy, Polyester Minimum total paint thickness: 27µm 

Coating Layers

1-3 Commercial Rd, Notting Hill VIC 3168 

Warranty

Division
Exterior

Roof

PVD
Printech

Period

No flake / Rating >No.6

20yrs

Interior
Fence/Garage doorGutter/Down PipeWall

Flaking/Chalking/Fading

___
20yrs20yrs20yrs

ARCHLAD™ ALUMINIUM NATURÈL 
Traditionally painted metal cladding has always been available as a single 
shade of colour. However this is soon to change thanks to the new range of 

PVDF Painted Aluminium Finishes from the ARCHCLAD™ NATURÈL Collection. 

The exciting new range of textures and colours recreate natural elements 
such as Titanium Zinc, Copper  and Brass. Together with the advantages of an 
European Aluminium substrate, the range is accompanied by excellent warranties 

for long lasting, economic and creative results. for long lasting, economic and creative results. 

The Naturèl collection is available in 0.7mm and 1mm thicknesses and can be 
roll-formed in any of the ARCHCLAD™ PROFILES.  




